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The Advanced Paint Protection Film
combines the highest durability and
clarity in the market. Constructed from a
combination of special elastomeric 12um (0.50 mil)
polymers, a clear coat that self-heals to
eliminate swirl marks and fine scratches.
These swirl marks and fine scratches can 152pm (6.0 mil
occur through daily driving or regular car

washing and drying. With a light heat

application, scuffs and light scratches on 28 um (1.1 mil)
the surface of the film disappear within PRODUCT
minutes, leaving your protection film CONSTRUCTION
pristine and your vehicle like-new. 75 um (3.0 mil)
PROPERTIES TYPICAL VALUES TESTING CONDITIONS STANDARDS USED
Adhesice strength 950z/in 20 min @ 23°C
Tensile Strength 9000 PSI 24 hr @ 23°C
Tear Strength 575 PLI 168I':r e PSTC 101/ASTM 3330
Elogation at break > 300%
resistance Tests 60 Degree I1SO 2813
Gravel Performance SAE J400 crusher simulation pass
Wear & tear Taber abrasion test 168hr @ 80°C -
) No wear and tear 4,500 KJ SAE J2527
Weathering QUV 1000h. No damage 28,000MJ/m2, 3.5 Year Exposure Equivalent ASTM G9%0
Thermal Effect >70C. No damage
Test rate: 20 in/min (500 mm/min) ASTM D882
Test rate: 20 in/min (500 mm/min) ASTM D882
Die C, 20 in/min (500 mm/min) ASTM D624
Sl Sl e 473 of gravel shotat 70 PSI &  -29°C ASTM D3170/SAE J400
3M Carburetor Cleaner Spray Pass

60s Exposure to Carburetor Spray
Resistance
Gasoline No Damage
Oil
Soap & Water
Isopropyl Alcohol

Immerse for 30 min, check after 24 hours for change

RECOMMENDED SHELF LIFE - 2 years from date of purchase* RECOMMENDED STORAGE CONDITIONS - 72° F (22° C) @ 50% RH

sif i ing film after r helf-life, re-certification by XPEL is required




TARGET
APPLICATIONS

Clear Gloss polyurethane
for stone chip protection,
high wear, and abrasion in
the automotive, motorcycle,
RV, powersports, bicycle,
and other transportation
markets.
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www.verleno.com
Toll Free: 1-866-511-8375 (verl)
North America: +1 647-781-3390

Notice: The representations of performance and suitability for use contained in this Technical Data Sheet are meant only as a guide.
Since only the user is aware of the specific conditions in which the product is to be used, it is the user’s responsibility to determine
whether the product it suitable for that intended use.





